


Integrated printers
The Connect+ ™  Series has two integrated printers. One prints 
your postal indicias and inscriptions. The other is a 1200 dpi 
high-speed printer that is available in black and white or 4 
color process, and prints your graphics, logos and messages 
on your envelopes. Reduce envelope printing costs and 
keeping pre-printed envelope stock on hand. This printer 
does it for you in print shop quality and in many cases, for 
less than print shop pricing. 

Color touch screen display
This easy-to-use, 10.2 " color display is the hub of your 
system. As an option, you can choose a 15 "  screen, giving 
you even greater visibility into your operation. You can quickly 
and easily access printing and mailing applications like no one 
else can.
•  Access the Internet for application downloads and using 

services
•  Intuitive icons for running your operation such as run mail, 

program jobs, accounting, reporting, tracking packages,  
and postal tools

•  Select graphics, logos, and text to print directly on your 
envelopes and edit directly from the touch screen

•  Program an unlimited number of jobs right from the color 
touch screen

•  Choose from a wide range of software that will help 
streamline your mailing operation 

Weigh-on-the-Way ®  
The major di�erence between the Connect+1000 and 2000  
is the WOW ®  factor. Weigh-on-the-Way ® (WOW ®) in-line
weighing is exclusive technology that auto-matically weighs 
the mail pieces on the �y. It’s a huge productivity tool, so if 
you process mixed size mail and weigh envelopes, the 2000  
is your system.

Power stacker 
The power stacker gives you the �exibility to process mail  
for as many as 10,800 envelopes per hour, while keeping  
them all in presorted order. 

Save money
Save direct and indirect costs by utilizing postage discounts, 
expanded rating capabilities, reducing envelope inventory, 
reducing mail creation lead times, and improving the 
e�ciency of your mail center operations.

It’s your choice 
Both systems give your organization entry into the new world 
of mailing systems, an opportunity to provide revenue for  
your organization. The Connect+ ™ 1000 is a more economical 
way to enter this new era; the Connect+™  2000, a more 
productive and �exible way. The choice is yours. Either way, 
you win.

For an authorized representative in your area, please call 800-523-0320 or  
visit us online www.secap.com 
Reorder #50037     6/10

Call your local authorized Secap sales and service representative to learn more.

Connect+, Weigh-on-the-Way and WOW are all trade -
marks of Pitney Bowes Inc. All other trademarks are 
the property of their respective owners.

Compare and choose

Features Connect+ ™  
1000

Connect+ ™  
2000

Interfaced Weighing  
Options

5, 10, 15, 30, 70,  
149 lbs.

5, 10, 15, 30, 70,  
149 lbs.

Di�erential Weighing Optional Optional

Accounting 100 standard, up to 
3000 optional

100 standard, up to 
3000 optional

Stacking Options Drop Stacker or 
Power Stacker

Drop Stacker or 
Power Stacker

Barcode Scanner Optional Optional

External USB  
Report Printer Optional Optional

Print Color Postal Red, Black & 
White, Process Color

Postal Red, Black & 
White, Process Color

WOW®  
Weigh-on-the-Way® Not Available Standard

WOW®  Weight Limit Not Available 16 oz.

Shape Based Rating Not Available Standard

USPS ®  E-Services
Optional; Con�r-
mation Services &  
E-Return Receipt

Optional; Con�r-
mation Services &  
E-Return Receipt

Speci�cations Connect+ ™  
1000

Connect+ ™  
2000

Base System

Con�guration Variables

371⁄2"(L) x 22 1⁄2"(D) x 24"(H) 

Drop Stacker + 12" (L)

Power Stacker + 31" (L)

Color + 6 1⁄2" (L)

15" Display + 2" (H)

53"(L) x 25"(D) x 24"(H)

Drop Stacker + 12" (L)

Power Stacker + 31" (L)

Color + 6 1⁄ 2" (L)

Weight 110 lbs. Standard 
Model

150 lbs. Standard 
Model

Print Quality 1200 dpi 1200 dpi

Processing Speed  
(Letters/Minute)

Up to 130, 160, 180 
LPM Non-WOW

Up to 70/130, 90/160, 
110/180 LPM

Color Touch Screen  
Display

10.2" Std. (WSVGA)  
15" Opt. (XGA)

10.2" Std. (WSVGA)  
15" Opt. (XGA)

Media Size Min 3 1⁄ 2" x 5" to 
10" x 14˝

Min 31⁄ 2" x 5" to 
10" x 14"

Envelope Flap Depth Minimum 1", 
Maximum 3 7⁄ 8"

Minimum 1", 
Maximum 3 7⁄ 8"

Envelope Max  
Thickness (Sealing)

5⁄ 8" 5⁄ 8"

bi501ko
Note
10,800


